CGewis PRO

TL2-R User Manual

Specifications:

LED: 15W COB LED

Lumen: 600/ 1200

Colour temperature: 5500K

Housing: Aluminium

Lens: Durable PC

Protection Class: IEC 11/ IP44 1 1KO7

Battery type 4 x 18650: 7.4V - 4000mAh Lithium rechargeable battery 29.6Wh
Voltage: Input: 100V-240V, 50-60Hz. Output: DC12V - 1000mA
Charging time / Active light time: 6 hours / 7%-8 hours (600 lumen) — 2%4-3 hours (1200 lumen)
Operating temperature: -20°C to +60°C

Lamp measurements: Diam. 19.5x5.5¢cm

Lamp weight: 0.775 kilos

General Safety Instructions:

1. Do not shine in eyes.

. Use on flat, stable surfaces.

. Do not immerse in water or other liquids.
. Do not operate with wet hands.

. Do not cover.

. Do not operate if the housing, wiring compartment or lens is open, missing or damaged.
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. Do not attempt to repair if damaged. Repairs must only be carried out by the manufacturer or authorized service representative.

Guidance for use:

Adjust the inclination of the light to the desired position by pressing the button.

The light has 3 switching stages: Power Saving (50%) / Full Power (100%) / Off. Press once on the On/Off switch for the next setting.
You can set the strength of the beam by pressing the On/Off switch once to set power saving mode and keeping it pressed. The light will

then increase in brightness until the button is released at your desired output.

All work lights are partially charged when delivered.
1. Charge the product fully before use.

Use the charger enclosed with the lamp.

Do not turn on when charging.

Do not use a modified or damaged charger.
Do not leave on charge for over 24 hours.

Do not disassemble.
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Recharge every six months when not in use.
Cleaning:
Allow the work light to cool down sufficiently before cleaning.

Clean with a dry or slightly moist, clean cloth. Do not use cleaners that contain abrasives or solvents.
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Grewwis PRO
TL2-R Benutzerhandbuch

Specifikationen:

LED: 15W COB LED

Lumen: 600 /1200

Farbentemperatur: 5500K

Gehause: Aluminium

Linse: Schlag- und bruchfestes Polycarbonat
Schutzklasse: IEC 11/ 1P44 1 1KO7

Batterietyp 4 x 18650: 7.4V - 4000mAh Lithium Akku 29.6Wh
Spannung: Ein: 100V-240V, 50-60Hz. Aus: DC12V - 1000mA
Ladezeit / Betriebsdauer (vollgeladen): 6 Stunden / 7%4-8 Stunden (600 Lumen) - 2%4-3 Stunden (1200 Lumen)
Arbeitstemperatur: -20°C bis +60°C

Abmessungen: Durchmesser 19.5 x 5.5 cm

Gewicht der Lampe: 0.775 kg

Allgemeiner Sicherheitshinweis:

1. Nichtin das Leuchtmittel schauen.

Nur auf ebenen Untergrund verwenden.

Nicht in Wasser oder andere Flissigkeiten tauchen.
Nicht mit nassen Handen bedienen.

Nicht abdecken.

Nicht verwenden bei beschadigtem Geh&use oder Beschédigungen an Kabeln und/oder Linse.
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Reparaturen diirfen nur vom Hersteller oder fachkundigen Personen durchgefiihrt werden.

Inbetriebnahme:

Sie kénnen die Neigung am Strahler verandern. Driicken Sie hierzu einfach den PRESS-Knopf.

Der Strahler hat drei sich wechselnde Stufen: Eco-Modus (50%) / Power-Modus (100%) / Aus. Driicken Sie hierzu einmal den ON/OFF
Knopf um zur néchsten Einstellung zu gelangen. Nach dem Einschalten des Strahlers kann durch gedrtickt halten des ON/OFF Knopfes

der Strahler stufenlos gedimmt werden. Die Lichtstérke wird ansteigen bis kein Druck auf den Knopf mehr ausgetibt wird.

Alle Arbeitsstrahler sind bei Auslieferung teilgeladen.

1. Vor dem ersten Gebrauch, den Akku vollstandig aufladen.

Nur das mitgelieferte Ladegerat verwenden.

Wahrend des Ladevorgangs muss der Strahler ausgeschaltet sein.
Bitte verwenden Sie keine kaputten oder modifizierten Ladegeréte.
Bitte lassen Sie den Strahler nicht langer als 24 Stunden am Ladegerat.

Bitte bauen Sie den Strahler nicht auseinander.
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Bei Nichtgebrauch, den Akku bitte alle 6 Monate vollstandig aufladen.

Reinigung:

Den Strahler vor dem Reinigen vollstandig abkiihlen lassen.

Reinigen Sie den Strahler mit einem staubfreien, trockenen oder nur gering feuchten Tuch. Verwenden Sie keine scheuer- oder
I6semittelhaltigen Reinigungsmittel.
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CGewis PRO

TL2-R brugervejledning

Specifikationer:

LED: 15W COB LED

Lumen: 600 /1200

Farvetemperatur: 5500K

Lampehus: Aluminium

Linse: Stedsikker polykarbonat

Beskyttelsesklasse: IEC |1/ 1P44 / IKO7

Batteritype 4 x 18650: 7.4V - 4000mAh Lithium genopladeligt batteri 29.6Wh
Spaending: Input: 100V-240V, 50-60Hz. Output: DC12V - 1000mA
Opladningstid / Lystid pr. opladning: 6 timer / 774-8 timer (600 lumen) — 2%4-3 timer (1200 lumen)
Arbejdstemperatur: -20 °C til +60 °C

Lampemal: Diam. 19.5x5.5¢cm

Lampevaegt: 0.775 kg

Generelle sikkerhedsinstrukser:

N
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. Undlad at kigge direkte ind i lyset.

. Anvend kun pa flad, fast overflade.

. Undlad at anvende eller nedsaenke i vand eller andre vaesker.

. Undlad at anvende med vade eller fugtige haender.

. Undlad at tildaekke.

. Anvend ikke, hvis lampehus, kabel eller linse er aben, mangler eller er beskadiget.

. Undlad at reparere, hvis lampe eller dele heraf er beskadiget. Reparationer ma kun foretages af producenten eller fagpersonale.

Brugsvejledning:

Tilpas lysvinklen til den @nskede position ved at trykke pa "PRESS"™-knappen.

Lampen har 3 trin: Strembesparende (50%) / fuld kraft (100%) / sluk. Tryk 1 gang pa teend/sluk-knappen for neeste trin.

Lysstyrken kan indstilles trinlgst ved at trykke pa teend/sluk-knappen og holde den nede. Lysstyrken @ges og seenkes, indtil knappen

slippes ved den gnskede lysstyrke.

Alle lamper leveres delvist opladt.

1.
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Oplad lampen helt fgr den tages i brug ferste gang.
Anvend kun medfglgende lader.

Sluk lampen under opladning.

Anvend ikke beskadigede ladere.

Undlad at oplade i mere end 24 timer.

Undlad at adskille lampen.

Oplad lampen minimum hver 6. maned, hvis den ikke er i brug.

Rengering:

Lad lampen kgle helt af for rengering.

Anvend en ter eller lettere fugtig klud. Anvend ikke rengaringsmiddel, der indeholder slibe- eller oplasningsmidler.
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SAFETY INSTRUCTIONS

The following Safety Instructions apply (where relevant):

General Safety Instructions:

Do not shine in eyes.

Use on flat, stable surfaces.

Do not immerse in water or other liquids.

Do not operate with wet hands.

Do not cover.

Do not operate if the housing, wiring compartment

or lens is open, missing or damaged.

Do not disassemble.

o Do not attempt to repair if damaged. Repairs must only be
carried out by the manufacturer or authorized service representative.

e Allow the product to cool down sufficiently before cleaning.

e Clean with a dry or slightly moist, clean cloth.

e Do not use cleaners that contain abrasives or solvents.

Safety Instructions - rechargeable products:

e Use the charger enclosed with the lamp.
e Do not turn on when charging.
.
.

Do not use a modified or damaged charger.
Do not leave on charge for over 24 hours.
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